
Warranty
 ■ Limited Lifetime - to the original end purchaser in 
residential/consumer installations

 ■ 5 years - for commercial installations

Feature Highlights
 ■ In-wall washing machine supply 
and drain fixture

 ■ Fits into a 3-5/8 inch wall cavity
 ■ Box Size,  8-1/4 x 5-1/4 x 3-3/4 inches

 ■ Cover Size,  9-1/4 x 6-1/2 inches
 ■ Includes a brass sump pan
 ■ Removes water supply pressure to limit danger of flooding 
from bursting supply hoses when machine is not in use

 ■ Single lever handle to manually control both hot and cold 
water supply to machine

Model Numbers

 W-600 Supply and Drain Fixture with 1/2 inch 
sweat union ell connections and 1-1/2 inch 
drain connections

 W-602 Supply and Drain Fixture with 1/2 inch 
sweat union ell connections and 2 inch 
drain connections

Options
Append appropriate -suffix to model number

 -X Service stops

Dimensions   Laundry-Mate Supply & Drain Fixture, W-600 Series

 Model    Drain Connection

W-600       1-1/2 inch      

W-602       2 inch
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Drain connection
See table below
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Standards / Certifications

ASME A112.18.1/CSA B125.1

Compliant with the Ontario Building Code

Specification Submittal

Laundry-Mate®

Supply and Drain Fixture W-600 Series

Location:




